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Abstract 



In this paper we show that a negative index of refraction is not a direct implication of 
transformation optics with orientation-reversing diffeomorphisms. Rather a negative index 
appears due to a specific choice of sign freedom. Furthermore, we point out that the trans- 
formation designed lens, which relies on the concept of spacetime folding, does not amplify 
evanescent modes, in contrast to the Pendry-Veselago lens. Instead, evanescent modes at the 
image point are produced by a duplicated source and thus no imaging of the near field (perfect 
lensing) takes place. 

1 Introduction 

Negative index of refraction and perfect lenses [IrS] have become some of the most important 
concepts in mctamaterials. The theoretical design of such devices was considerably stimulated by 
the claim [5] that a negative index of refraction could be understood from transformation optics as 
a transformation of space that inverts its orientation. Based on this idea, not only the fiat perfect 
lens was re-interpreted as a folding of space [5], but also lenses with different shapes (HUH] were 
proposed. In many of these concepts a perfect lens was established by a folding of space, such 
that three points in laboratory space (one on each side of the lens and one inside the lens, as in 
Fig. 3 of [5]) corresponded to a single point in the virtual electromagnetic space (used to derive 
the medium properties). Based on these successes it was natural to conclude that transformation 
optics was an ideal tool to design perfect imaging devices. Recently, it was even suggested fTUlfTT] 
that perfect imaging should be seen as the result of multi- valued maps rather than an effect of the 
amplification of evanescent waves. Our aim is to critically review these ideas and to reassess the 
status of negative index of refraction and perfect lenses within transformation optics. 

Let us shortly review the basic steps of transformation optics and at the same time formulate 
the main questions to be addressed. Transformation optics intends to "mimic" a different space- 
time by means of a special medium. In most cases this virtual spacetime (called electromagnetic 
space) is considered as diffcomorphic to the real spacetime (laboratory space) and transformation 
optics can also be seen to mimic a transformation of coordinates. In that case one starts by writing 
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Figure 1: Illustration and notation of transformation optics. 



down a vacuum solution D = £oE, B = /ioH of the Maxwell equation^] 

V<B i =0, V B* + e^djEk = , 



(i) 

(2) 



To account for possibly curvilinear coordinates we used the the covariant derivative in three 
dimensions, Vj, with 

V 4 A< = (9, + T^)^ = -Ld t (VjA l ) , (3) 

where 7 is the determinant of the space metric 7^ . Now a diffcomorphism to a virtual space called 
electromagnetic space is defined, which locally is implemented as a coordinate transformation 
x^ — > x^. Its effect is captured by re- writing the Maxwell equations in terms of the new, barred 
variables. More involved is the new relation among the fields D, B, E and H, which in a generic 
coordinate system takes the form [T3] 
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Here, g^ are the components of the transformed spacetime metric, from which the transformed 
space metric follows as 7 lJ = <? y (see Eq. (J^HJ))- These relations resemble the constitutive relations 
of a special medium, but of course just describe the same vacuum solution as introduced above, 
re-written in complicated coordinates. To make use of the relations (j4]) as medium parameters, 
the solutions D, B, E and H must be turned back into solutions in terms of the metric g^ in the 
coordinate system while keeping the form of the "constitutive relations" (U]) in terms of g^ v . 
Since the Maxwell equations only depend on the determinant of the metric, but not on its specific 
components, this can be achieved by the simple rescaling [51IT5] 
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If D, B, E and H are a solution of the Maxwell equations with metric g^v and with "constitutive 
relations" (U]), then D, B, E and H are a solution in terms of the coordinates x^ with metric g^ 
and with constitutive relations 
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In contrast to Eq. which still describe electrodynamics in empty space, the constitutive re- 
lations ([5]) describe electrodynamics in a medium^. The basic idea of transformation optics is 
illustrated in Fig. [TJ which also summarizes our notation. 

From the basic characteristics of transformation optics it follows that a negative index of 
refraction can appear at two different places, which motivates the first two questions to address: 



1 Transformation optics relics on generic coordinates and thus an appropriate formalism has to be employed. Here, 
we follow Refs. 151121131 and use component notation in conjunction with the Einstein summation convention. Thus 
in all equations a summation over repeated indices is assumed. Latin indices refer to space and the sum is performed 
over the values i = 1,2, 3. Greek indices are spacetime indices, the sum runs over fj, = 0, 1, 2, 3, whereby x° = ct is 
interpreted as time. Further explanations on our notations and conventions can be found in the appendix. 

2 In this sense, g^ v in (0 is sometimes called the "optical" metric, as opposed to the "background" metric g^v 
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1. Is there any "vacuum with negative index of refraction" that could be mimicked by trans- 
formation optics? This question obviously is equivalent to the more general questions: Does 
there exist a formulation of electrodynamics where empty space has a negative index of re- 
fraction? Or: Does there exist any (usually improper) coordinate transformation such that 
the index of refraction from Eq. @ becomes negative? The answer is negative and in Sec. [5] 
the basic derivation of this result is reviewed. 

2. Even though there exist no vacuum solutions with negative index of refraction, such a change 
of sign in permittivity and permeability can still originate from the second step of trans- 
formation optics, the re- interpretation of the solutions [5]- Thus we have to ask: Is such a 
change of sign allowed and if so, is it unique? The answer to the first part of the question is 
positive, as already shown in [5]. However, there exists no unique way to introduce a negative 
index of refraction in transformation optics. As will be shown in Sec. [3l a careful derivation 
of the constitutive relations naturally leads to a formulation without negative index. 

Since the second step in transformation optics (the re-interpretation of the barred solution) is an 
ad-hoc procedure one still might include negative refraction in transformation optics to extend its 
range of applicability. This leads to the third question: 

3. Can a sign choice that leads to negative refraction be justified and do the ensuing concepts 
correctly describe the physical behavior of media with negative index of refraction? The 
answer is not definite. In Sec. @] two possible conventions that yield to negative refraction 
are assessed. It is shown that a certain scenario (originally presented in Rcf. [T3]) can 
be motivated from the study of boundary conditions at interfaces between two different 
transformation media. Nonetheless, as shown in Sec. [SJ results from transformation optics 
making use of negative index of refraction and the associated multi- valued maps should still 
be used with utmost care. In particular, the transformation optics version of the Pendry- 
Veselago lens neither amplifies evanescent modes nor includes an imaging of the near field. 



2 Maxwell's equations and improper coordinate transfor- 
mations 

Since the discussion of the first question mainly deals with the symmetries of electrodynamics in 
spacetime, it is most easily discussed in a relativistically covariant formulation. Following the ideas 
of Ref. Qj)] we define a field strength tensor F and an excitation tensor T-L, which a priori are seen as 
independent quantities that are then related by the constitutive relation. In form language [15, 16 
the excitation tensor obeys the inhomogeneous Maxwell equation (Maxwell- Ampere equation) 

dH = J, (7) 

which is seen to follow directly from the conservation of charge (d J = 0). Here, J is a three 
form and consequently H is a two-form. Experimentally the charge is determined by means of a 
counting process which, as explained in detail in Ref. |15j . chap. B.l, does not require a spacetime 
metric (measure of space and time). Crucially, charge-counting is also observed to be independent 
of the orientation, so that J must be a twisted three form. This implies that H is twisted as well, 
which means that it transforms under a generic change of frame L^ u as 

?V = sgn(dct L^L/LSUpa , (8) 

where the additional sign sgn(det L^") is called twist. 

The field-strength tensor must be a closed two-form dF = 0, thus generating the homogeneous 
Maxwell equations (Maxwell- Faraday equations) . In addition, F can be combined with the current 
J to obtain the Lorentz force density / M , which is a four- form carrying a covector value (Ref. |15j . 
chap. B.2 ): 

U = (fifi-iF) A J , (9) 
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where e M is a component of the frame (base vector of the cotangent space) . From observational 
data we know that / M must be a twisted form and thus F is untwisted since already J is twisted. 

Finally, H and F are related by the constitutive relation. From the above discussion it follows 
immediately that in a linear relation, 

H = k\F, (10) 

k must be a twisted (2, 2) tensor (a bi- vector valued two form). Therefore, the transformations of 
the effective medium parameters are fixed completely by the definition (|10l) . 

An important special case of Eq. (flU)) is the relation between % and F in empty space, V. = *F, 
where * is the Hodge star operation. At this point it is important to notice that the Hodge star 
contains the totally anti-symmetric Levi-Civita symbol, 

(**v = \^ pa p pa , (ii) 

which is a twisted tensor: 

e^upa = y/=g[(MVpa] , [0123] = 1 , (12) 

tuvpa = sgn(det L IJ , u )L ll a Lj Lp 1 Lj e aPl& . (13) 

The twist is necessary to ensure a unique definition of the tensor in the first line and leads to the 
shorter transformation rule 



^p,vpo — — — c /^pcr ■ (1^) 

Therefore the relation % = *F indeed maps an untwisted tensor onto a twisted one. It is a 
widespread choice that none of the quantities in (say) D ~ £qE and B = hqH carries a twist. 
Fortunately, it is possible manipulate (fTO)) so to accommodate for this popular convention. We 
shall now define a constitutive relation that maps an untwisted field excitation into an untwisted 
field strength. To "untwist" the excitation tensor it simply has to be mapped onto its Hodge dual. 
Since * * ij) = —tp, for any two form xjj in a four-dimensional Minkowski vector space, we define 

g = -*n (15) 

and arrive at the constitutive relation 

q = x\f, x = -*«, (16) 

which indeed leads us to the empty space relation Q = F. As is easily seen all quantities in 
this form of the constitutive relation are untwisted tensors. In the component formulation it is 
advantageous to raise the two indices of Q by means of the metric, so thaJl 

gi» = \x^ pa F pa . (17) 

Since x transforms quartic under a generic change of frame it is obvious that it does not change 
sign under improper coordinate transformations. Consequently, D = eoE and B = fxotl can- 
not be transformed into a relation with formally negative index of refraction. Considering the 
permittivity, this is easily seen from the identification 

4 = -X W0J • (18) 
Under purely spatial transformations thus transforms in the same way as the spatial metric, 

4 = -(L-^iL- 1 )^ * 01 = (L-^iL- 1 )^ , (19) 



3 Although IU6h and JT7} resemble the notation of Refs. I15II17I . d 1 6 1) -jr indicates that different definitions are 
used here. Furthermore, in our derivation Q is obtained from H by a Hodge star. This extra step is omitted in 



Refs. 11511171 . where only pre-metric procedures are considered. 
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and therefore its sign cannot be changed. 

A recent paper in theoretical electrodynamics (Ref. [18]) claims that twist factors could be 
ignored, thus invalidating many of our arguments. However, Refs. |17U19) clearly disprove this 
position, and expose unavoidable inconsistencies. In a different context, Refs. [2THI2T] also point out 
that classical vacuum cannot refract negatively. Fortified by these observations, we now proceed 
to the re-interpretation step of transformation optics. 



3 Negative index of refraction in transformation optics 

The transformation properties found in the previous section just cover half of the program of 
transformation optics. In a second step the new solution found by the transformation, E, B, D 
and H has to be re- interpreted as a solution in the space with metric c/ M „ instead of g^v If the 
diffcomorphism x p — > x^ changes the orientation, then obviously this re- interpretation x p = x^(x) 
has to change back to the original orientation. This step again can lead to additional signs and 
eventually to a negative index of refraction. 

Since re- interpretation is an ad-hoc manipulation rather than a mathematically strictly defined 
procedure, the exact equations to be manipulated have to be defined first. Equations (TTJ) and (|2"]l 
represent a valid choice. Nonetheless, the covariance of Maxwell's equations plays a central role 
in what follows. Consequently, it is more appropriate to opt for the tensor index notation 

^ vpa d v F pa = , Maxwell- Faraday equations; (20) 

= -^zd^y/^gG^) = J u , Maxwell-Ampere equations; (21) 

with the constitutive relation (fl6|) . whereby Eqs. ((T|) and ([2]) are obtained from the identifications 

Ei = F 0i , B l = ~J jk Fjk , ( 22 ) 

D l = -eo^dVoG * , Hi = . (23) 

In the rigorous treatment of Sec. [2j Q is a untwisted tensor and no sign ambiguities can appear 
in the Maxwell- Ampere equations. Thus, given the covariance of Eq. (|2"T|) under x^ — > 5 M , the 
identifications 

gp, = VEggvu ^ ju = \Eljv ; (24) 



convert the solution Q with spacetime back into a solution with spacetime g^. Equation 
(]20p (Maxwell-Faraday) includes the Levi-Civita tensor and thus might change sign. But due to 
relation (fl"4"|) one can write 



e» vp °d v F pa = V-JLe^dvFpv = => e^ pa B u F pa = 0. (25) 



Here, direct comparison with e^ vpa d v F pa — implies the simple identification 

F„ v = F^ U1 (26) 

with no sign ambiguitj0. This indicates that the simple rescalings §5$ and the constitutive relations 
© are gcnerically valid. Hence, strictly speaking, there is no room for a negative index of refraction 
within transformation optics. 



4 The same result is found in terms of Eqs. Q and Again the strategy is to rewrite = v / 7/v / 7 eI "' fe to 
remove all sign ambiguities. Of course, one has to be careful - the three dimensional Levi-Civita tensor also appears 
in the definition of the magnetic fields, which thus are twisted vector fields under spatial transformations. 
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Type 


(A): 0[I2] (B): [13] (C): Sec. El 


Snflrptimp Termors 


F. — rrF F — sF F — F 

± flu — u ± flu ± flu — s± flU ± flU ± flU 

gfiu _ V^Ugfiu Qfiv _ V^S gfiu gfiu _ \f^9 gfiu 


Polar Vectors 


E = ctE E = sE E = E 
D = ^D D = ^D D = 4lD 

v-T v^ 7 


Axial Vectors 


B = ^B B = sct^B B = (T^B 
H = <tH H = ctH H = ctH 


Negative Index 
of Refraction 


a; 4 — >• x l x^ — > never 
changes orientation changes orientation 



Table 1: Summary of the three discussed options to treat orientation changing transformations. 
a takes value —1 if the spatial coordinate system changes orientation, s = — 1 if the spacetimc 
coordinates change orientation. 



At this point, one might be surprised to see that Rcfs. [5j[T3] associate a negative index with 
orientation-reversing diffcomorphisms. This is because these papers (more or less consciously) 
exploit the flexibility offered by the rc-intcrpretation step. Additional signs are inserted when 
reverting to ai M = x^(x), thus "mimicking" a negative refraction. For example in Rcf. [5], one 
must rescale the fields as 

E = <tE , B = ^B , D = , H = ctH , (27) 

with <t = sgn(dct LJ) (the sign of the spatial transformation). Crucially, this re- interpretation 
affects the constitutive relations (JB|), which now become 

& = oJL=^Ei - ^ il Ht , & = a^=—^ + —'-'l-i ■ (28) 

V-900 %Ji goo \/-goo \/i goo 

As a consequence, according to Ref. [5], transformations that change the orientation of the co- 
ordinate system yield media with negative index. It should be pointed out that such a scenario 
does not violate any basic requirements of transformation optics, even though the specific choice 
of signs may look somewhat arbitrary. Ref. [12] proposes a more consistent program, which also 
includes spacetime transformations. In this case, the rescaling concerns the Faraday tensor, which 
is re-defined as 

F„u = sF„ v . (29) 

with s = sgn(det L^). Here, one should notice that a map i = — t also yields a negative index of 
refraction^. In addition, the signs a in Eq. (|2"gj) have to be replaced by s in this prescription. 

In conclusion, a mathematically strict derivation of the constitutive relations of transformation 
optics suggests that a negative index of refraction should not be part of this program. Nonetheless, 
there exists a certain freedom of choice of signs and therefore transformation optics including 
negative index media can be conceived. The three prescriptions presented here are summarized in 
Table [T] The list is not exhaustive - further possibilities to distribute the signs are available. 



5 Historically, authors have linked negative refraction to improper coordinate transformations and to an extra 
sign in the cross product \E\. In the light of Sec. [2] however, it appears that the resulting negative index is more a 
matter of re-interpretation. 
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4 Boundary conditions and reflect ionless interfaces 



Though a strict application of the transformation rules must lead to the conclusion that media 
with a negative index of refraction cannot be covered by transformation optics, such a scenario 
can still be implemented thanks to the freedom in the interpretation process (from transformed 
vacuum to material). Keeping this in mind, we shall address the third question formulated in the 
introduction: which choice of signs, yielding to a negative index of refraction, should be selected 
and how realistic are the resulting negative refracting media? As far as the first part of the 
question is concerned we will not give a complete answer. We shall focus on the comparison of 
options (A) and (B) in Table [1] 

To assess these two scenarios we consider an additional key ingredient, interfaces. These play 
a crucial role in the theory of negative refracting media and in the particular application of perfect 
lenses. As customary, any interface - even between two transformation media - can be discussed 
in terms of medium (tilde) fields. Nonetheless, when dealing with boundaries and transformation 
optics, it is preferable to relate the problem back to the vacuum solution^, as pointed out in 
Ref. [55]. Following this strategy, we shall use the interface conditions and compare options (A) 
and (B) of Table □ 

Let us consider a passive interface between a "medium on the left" (index L) and a "medium 
on the right" (index R) with standard dielectric boundary conditions 



(D L -Da)-n = 0, 
(E L - E R ) x n = , 



(B L - B R ) • n = , 
(Hi-Hji)xn=0, 



(30) 
(31) 



where n is a vector normal to the interface. The key goal is to re-cast these four conditions by 
virtue of transformation optics. All medium solutions of Maxwell's equations, then, must be linked 
back to their vacuum counterparts (according to the process of Fig. [1} . 

As a start, one sets all bi-anisotropic terms in the constitutive relations to zerc0. Then, given 
the identifications (|22|) and (j23|) . with the transformation laws 



dx p dx a 



-F n 



dx p dx v ' pa ' 
one obtains that the space vectors must transform as 

dx° dx^ 



dx p dx v 
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dxP dx 17 ' 



R. — R. 
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(32) 



(33) 



At this point, the "negative index schemes" of Table Q] enter the calculations. The medium 
solutions corresponding to D and H are the same both for (A) and for (B): 



Hi (x = x(x)) 



f^g dx° dxi 

where one should recall (|47[) . The relation for D can further be simplified by using 



"spIf^ 1 " • (34) 



9^ 



dx p dx a 
d^d^ 9p<r 



-9 



dx^ 



dx u 



-9 



T dx° 



dx k 



dx l 



-9 



(35) 



Analogously, the medium solutions for E and B are obtained, but these results depend on the 



6 Indeed, one should try and use the extra functionality offered by the transformation algorithm. In other words, 
one should exploit fully the program described in Fig. [l] 

7 This has little consequences, since we are mainly interested in refiectionless interfaces. In terms of the trans- 
formation of space this implies that the map x M — >■ does not mix space x 1 and time x°. 
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chosen scenario ((A) or (B)). In summary 

dx k 



D l (x = x(x)) = as 



, H t (x = *(*)) = as^^Hj(x) , (36) 



dx^ dx^ 

(A): E. l (x = x(x))=aa ——E 3 (x), 



(B): Ei (x = x{x)) = as- ;: n E^x) , 



_dx° dx 3 
dx° dx 1 



B l {x = x[x)) = aa 
B l (x = x(x)) = as 



dx k 



dx l 
dx k 



dx % 
~dx~i 



B 3 (x) , (37) 



dx l 



W B>M. (38) 



In these equations we have introduced a new parameter a, which just represents the fact that 
shifting all fields by a constant does not change the constitutive relations. Without loss of gen- 
erality one can assume a = ±1 and moreover a = 1 in the case of a trivial map x^ = x^ |22j . 
Eqs. (|551) - (j3^]) allow to re-express the boundary conditions (|3"0")) and ([3"T]) in terms of the vacuum 
solutions (as required). To facilitate the use of component notation we can assume an adapted 
coordinate system in laboratory space, such that the direction normal to the interface is labeled 
by the coordinate xj_ = (0,0, x- 1 ), while the directions parallel to the interface have coordinates 
xii = (x A ,0), whereby the index A takes values 1,2. In this notation the condition (f3"0"| becomes 



a L s L 



dx k 



dx. 



dxi U l 



OtRS R 



dx k 
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^ X R rp 
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(39) 



while (|3"Tj) splits in two cases: 



... _ dx° dx j * 
{A) a r ,sr,^r—^rE? 



(B) a L a L 



dx° L dx A 
dx° dx 3 
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dx° dx 3 £R 
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-E 



dx° dx^ ^ 

dx° L dx\ 3 

dx° dx 3 l 

dxP, dx 1 , 3 



dx° dx 3 ^ R 
RSL dx° D dx\ 3 



j r wa -R. 
dx° dx 3 



OLR(T L 



j I 

dx° R dx R 3 



R 



(40) 



(41) 



These steps to re-cast the boundary conditions might look like a mathematical exercise, but in fact 
they contain very important information. The idea of transformation optics is to design media 
that "mimic a different space" or "mimic a transformation of coordinates" (Rcfs. [5l lT2lll3j ). This 
interpretation immediately applies to the medium on the left as well as to the medium on the 
right. But is the interface also a region of mimicking? Fortunately, Eqs. (|39[) - (|4ip allow to answer 
this question [22] . The interface is a region of mimicking if the vacuum solutions are continuous 
at the interface, so that 



E 



L = 



B L = B, 



H L = H 7 



at the interface, 



(42) 



which in particular implies the absence of reflections in the medium solutions. The combination 
of (|3T?l) - (|4"l"j) with (|4"2"|) singles out all interfaces which fit into the picture of transformation optics. 
Firstly, the conditions |39|) yield 



ollsl 
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dx. 
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(43) 



and arc satisfied if the two transformations obey 



dxj 
dxj 



fr A 

°B 



dx° L 
dx% 



a L = s L 



olr = s R 



(44) 



Here, dxj^/dxR remains unrestricted. In particular, dx^/dx-R < is permitted and a spatial 
inversion in the normal direction implies negative refraction. Also, the transformed coordinates 
parallel to the interface must agree on both sides, while the transformation in the orthogonal 
direction is continuous, but not necessarily differentiable at the interface. Furthermore, the time 
coordinates must agree on both sides. Secondly, the restrictions on E and B replicate the conditions 
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Figure 2: Diagram illustrating the "folding" of space performed by (|4"5")) . Here, the slab thickness 
Z? is 2 and the parameter a — 0.5 (arbitrary units). The dashed red line illustrates how three 
points along the z axis can be mapped to the same position z. 

(I43P for option (B), while a new set is derived for option (A). Thus, from the point of view of 
interfaces, scenario (B) appears as the most effective (and economic) choiceH 

In summary, it was found that certain interfaces between two transformation media with a 
different sign in the index of refraction may be interpreted as mimicking a transformation of 
space. Technically, interfaces that permit such an interpretation must be reflcctionless and revert 
the spatial direction normal to the interface, but are not allowed to invert the time direction. In 
addition, it was shown that the scheme (B) is preferable, if one is to design (e.g.) a negative 
refracting lens. 

5 Perfect lenses and evanescent modes 

If negative index of refraction can be made part of transformation optics, how good are the 
outcomes of this interpretation? To our knowledge, the perfect lens pQ is the only device where 
negative refraction was obtained via transformation optics [5]. Thus, we restrict to this example 
here. A flat lens is associated with the map [5] 



as demonstrated in Fig. [5] (one must choose a > 0). As is easily seen, any point —aD < z < is 
mapped on three different points in the virtual electromagnetic space and - upon re-interpretation 
- on three different points in laboratory space, whereby in the region < z < aD a medium with 
negative index of refraction emerges. This triple valued map was associated with perfect imaging. 
The key argument was that any solution of the Maxwell equations in the region — aD < —z < was 
reproduced exactly inside the lens at z = z/a and on the other side of the lens at z = (a + 1)D — z. 

Since negative index of refraction within transformation optics is an effect of the choice of signs 
rather than an inherent characteristic, one should have a careful look at the lens proposed by the 
map (|4"5)) . The following three conclusions are immediate: 

8 Since time reversal is not permitted by Eq. \\-12\i scenario (A) formally yields the same set of allowed interfaces. 




z < ; 

< z < D ; 

z > D . 



(45) 
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Figure 3: Schematic view of evanescent modes in the the transformation optics lens (left hand 
side) and the Pendry-Vesclago lens (right hand side). While the latter images by amplification of 
evanescent modes [HE], the former triples the sources. Once again, the dashed red line helps to 
follow the image formation process. 

1. Due to causality, the transformation optics lens is strictly limited to stationary situations. It 
is well known that transformation devices can get in conflict with causality, but mostly this 
can be resolved by a limitation to a rather narrow bandwidth. The scenario envisaged here 
- however - is more pathological. The folding of space by means of the map (|45j) limits the 
system to strictly stationary situations, simply because any change in the electromagnetic 
fields at the source point causes an instantaneous change of the mirror image inside the lens 
and the image behind the lens. 

2. The transformation designed lens cannot image a source, but rather triples it. Indeed, a 
situation with a source at the source point, but empty mirror image and image point, is not 
covered by transformation optics. Instead, a source automatically creates a mirror source 
(sink) inside the lens and a second source behind the lens (see Fig. [3]). 

3. Consequently, within transformation optics no enhancement of the evanescent waves takes 
place, which is the working principle of the Pendry-Vesclago lens [2 [3]. As can be seen 
from Fig. [31 all evanescent waves in the transformation designed lens are easily explained 
as the evanescent modes generated by one of the three sources. There is no need for an 
amplification of such modes. 

6 Conclusions 

In this paper we have reviewed the status of a negative index of refraction within transformation 
optics. It was shown that negative refraction does not emerge from improper coordinate trans- 
formations, as ensured by the formalism of twisted tensors. Beside this fact, it was argued that 
negative index media could still be included within transformation optics. The key point, in this 
respect, was to exploit the sign flexibility offered by re-interpretation algorithm. This justified the 
"mimicking" schemes of Refs. [SJH3J, which were subsequently compared and assessed - revealing 
that the latter program is preferable. 

The most important application of a negative index, the perfect lens, was reviewed. Most 
importantly it was found that transformation designed lenses do not amplify the evanescent modes 
and are unable to image a source. This observation might impact recent ideas on perfect imaging 
- with negative refraction or without (as in Refs. [TUlIll) ). 

As a general conclusion it should be stressed that transformation designed imaging devices 
should be used with utmost care, in particular if they include negative index of refraction. In 
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many cases, the analysis is essentially restricted to stationary situations where sources are not 
imaged, but rather duplicated. These findings should not come as a surprise - negative refraction 
alone is not sufficient for near field imaging. Only the enhancement of evanescent waves associated 
to media with e = p, = — 1 enables this process (Ref. chap. 1). 

Acknowledgment s 

The authors would like to thank S. Tretyakov, C. Simovski, I. Ncfedov, P. Alitalo, M.W. McCall 
and P. Kinsler for stimulating discussions. This project was supported by the Academy of Finland, 
project no. 124204 and by the EPSRC, grant no. EP/E031463/1. 



A Covariant formulation 

In this Appendix we present our notations and conventions regarding the covariant formulation of 
the Maxwell equations on a generic (not necessarily flat) manifold and written in general coordi- 
nates. For a detailed introduction to the topic we refer to the relevant literature, e.g. P^lfTSlITT] . 

Greek indices p,,v,p,... are spacetime indices and run from to 3, Latin indices i,j,k,... 
space indices with values from 1 to 3. Furthermore an adapted coordinate system is used at the 
interface, such that {x l ) — (i" 4 , j; 1 ), where x A are the directions parallel to the interface, while 
x 1 - is perpendicular. Therefore capital Latin indices take values 1,2. 

For the metric we use the "mostly plus" convention, so the standard flat metric is g^ = 
diag(— 1, 1, 1, 1). Time is always interpreted as the zero-component of x^, x° = ct. With this 
identification an induced space metric can be obtained as |14j 

7 J =9 J , Jij = 9lk , 7 J ljk = S k , (46) 

goo 

where 5 l k is the Kronccker symbol. This implies as relation between the determinant of the 
spacetime metric, g, and the one of the space metric, 7, 

- .9 = -.9oo7 ■ (47) 
The four dimensional Levi-Civita tensor is defined as 

e^ P a = V=g[(ivp<r} , e^ pa = --J={fivpa] , (48) 

with [0123] = 1. The relation between the four-dimensional Levi-Civita tensors in two different 
spacetimes can be written as 



^livpo — — -=^^LUpcr ) (49) 

From Eq. (|47p the reduction of the four dimensional to the three dimensional tensor follows as 

eoiok = V=9^tiik , e ^ = -^=^ k . (50) 

V-ffoo 

If the Levi-Civita tensor is consistently treated as a twisted tensor these equations are invariant 
under improper transformations without any sign ambiguities. 

The formulation of the Maxwell equations in spacetime starts from the definition of the field 
strength and excitation tensors, which both are two forms in four dimensional spacetime 



F = ^F^dx^ Ad/ , H= -U^dx" Adx v . (51) 



These obey the Maxwell equations 

dF = 0, dH = J, (52) 
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where d indicates the exterior derivative, which maps p forms onto p + 1 forms. Instead of the 
excitation tensor H it is often advantageous to use its Hodge dual *W. The Hodge star operation 
* maps a p form in n dimensions onto a (p — n) form, thus in four dimensional Minkowski space 
two forms are mapped onto two forms according to the rule 



1 



* H = -Hxrg^g 



Xfl TV 



■ dx p A dx° 



\H^e^ pr7 dxP Adx° 



The Hodge dual Q 



* T~L obeys the Maxwell equation 

sg = j , j = -*j 



(53) 



(54) 



Here, S = * d * is the coderivative and maps p forms onto p— 1 forms. Accordingly J is a one form (a 
vector) in agreement with our standard interpretation of charges and currents in electrodynamics. 
In component notation the Maxwell equations can be displayed as 



^ p °d v F pa = 



D v g^ = -J" . (55) 
The Maxwell equations depend on the metric g pv through the covariant derivative D p . Since 



i 
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(56) 



it is seen that the Maxwell equations just depend on the determinant of the metric, but not on its 
individual components. 

The space vectors E and B are found as components of the field strength tensor F pl/ , while D 
and H become part of the excitation tensor g^, with the identifications 



( ° 

E 2 
\-E 3 



Ei 


cB 3 
-cB 2 



E 2 
-cB 3 


cB 1 



E 3 \ 
cB 2 
-cB 1 

J 



[gn 



1 



/ -D 1 

1 D 1 

D 2 & 
\D 3 



-D 2 -D 3 \ 

c c 



^ J 



(57) 



Finally, electric charge and current are combined into the four-current J M = {-J .900^0) 1 (p,j l /c)- 
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